




Remove old unit

Prepare wires

IMPORTANT : LABEL  ALL  WIRES �
BEFORE DISCONNECTING THEM!
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PG 152 WIRE HEAT   Heating GAS MILLIVOLT or 24vac

NOTE: Wires marked with
dotted line are optional.
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STEP 1 - Connect O wire to the O terminal or B wire to the B terminal on 
the 6020.  (If you have both O and B - connect O wire to O







Wire Reference cont

Your Wires	 	 Ritetemp Terminal
�
Lennox Heat Pump 
V or VR or R  	RH 
M or Y  	 	 	Y
Y or W or W2 	W2
F or G   	 	 	G
R or O   	 	 	O
X or X2 or C   	C 

Trane Products [American Standard]
B	 	 	 	C
W or W1	 	 	W2



1611-009

Customer Support: 877-505-2353  or   
Visit our website    www.ritetemp-thermostats.com
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BT267int25.4883e >2
BT4414nt25.2793.702
BT4585nt25.252.702
BT5776nt25. /D5.702
BT6646nt2609539.702
BT7051nt260 0 3.702
BT7095nt26023 3.702
BT6924nt23 1014n702
BT6328nt23 6064n702
BT5645nt23 4053.702
BT4253.t23 1299.702
BT25nt22 10.62702
BT2021nt22 8594n702
3 1751nt22 6  
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